Tons: DISPLAY LINEAR LIGHTING [R5R& 4T %51

BDG-1609-12-1M-A
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Options TJ#t
&38: 2700K ~ 3000K - 4000K

7 ) FE: 12W

AE:130°
He: BAe

Product specifications ™= m@mM1§

IR (Light Source) 2835 LED / 168PCS Z% 753 (Installation) Recessed #% A =
E& (Color rendering) RA > 90 @M (Material) Aluminum %8
BWABZSH (Input) DC24V “mPE (Net Weight) /
ZERR/EE R/ WEER MBI ZHANITARAE EN 60598-1:2015 -
(Ballast/Transformer/Driver) : (Standards of Safety) EN 60598-2-1:1989
St ) KB ) EER 22#4] B % 10CM+ I £ SBE:-20°C to + 50°C -
/ . /R &7 &M% (Storage Condition) i o
(Connecting) 0.8CM SEE: 85%RH
_ Reflector 51 =
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Tons: DISPLAY LINEAR LIGHTING BRa&IT %51

BDG-1609-12-1M-A

Options @]k

&R 2700K - 3000K - 4000K
E#: 12w

BE:130°

HE: BAE

Light Distribution EgY¢HH%E
2700K 652 Im

2835LED 95° 2700K
i = H(m) D(m) E(lx)
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3000K 680 Im

2835LED 95" 3000K

Hi{m} D{m}) E(lx)
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4000K 700 Im

2835LED 95" 4000K
4 Hi{m} D{m} E(lx)
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